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Manufacturer

Alcatel

Cylink

DMC

Harris-Farinon

gm - Digital Microwave Radio Systems

The following radio systems comply with PE-63 and Form 397d:

Designation

MDR-5302
MDR-5202
MDR-5102
MDR-4106C
MDR-4206
MDR-4306
MDR-4111
MDR-4211
MDR-4311
MDR-3118A
MDR-3218
MDR-3418

Airlink T1

DMC-2M/SE
DMC-10M/SE
DMC-18M

Urbanet 2
DVM2-8T
DVM6-45
DM®6-90
Urbanet 10ec
DM11-45
DM11-90

Nortel Networks, Inc. RD-4

TeleSciences

RD-6
RD-11

DR2C-96
DR2D-192

RF Band

2GHz
2GHz
2GHz
6 GHz
6 GHz
6 GHz
11 GHz
11 GHz
11 GHz
18 GHz
18 GHz
18 GHz

5 GHz

2 GHz
10 GHz
18 GHz

2 GHz
2 GHz
6 GHz
6 GHz
10.5 GHz
11 GHz
11 GHz

4 GHz
6 GHz
11 GHz

2GHz
2GHz

Radio Capacity
& Interfaces(®

4 DS1
8 DS1
12 DS1
1 DS3 (28 DS1)
2 DS3 (56 DS1)
3 DS3 (84 DS1)
1 DS3 (28 DS1)
2 DS3 (56 DS1)
3 DS3 (84 DS1)
4 DS1
8 DS1
1 DS3 (28 DS1)

1 DS14)

4 DS1
4 DS1
(4xN) DS1G)

1DS1 (4 DS1)
2 DS2 (8 DS1)
1 DS3 (28 DS1)
2 DS3 (56 DS1)
1 DS1 (4 DS1)
1 DS3 (28 DS1)
2 DS3 (56 DS1)

2 DS3 (56 DS1)
3 DS3 (84 DS1)
3 DS3 (84 DS1)

4 DS1
8 DS1

Multiplex
Designation

DMX-3003
DMX-3003
DMX-3003
DMX-3003
DMX-3003
DMX-3003

DMX-3003

DVT 4
DVT 8
DVT 44
DVT 44(2)
DVT 4
DVT 44
DVT 44(2)

DMT-300
DMT-300
DMT-300

Notes: (UThe basic radio capacity and interface is shown first; with additional multiplex equipment, the
maximum DS1 capacity is shown as (xx DS1). The manufacturer's digital multiplexer
designation is also shown; this may be plug-in cards for the radio equipment, or separate
multiplexer equipment.

@Includes own mounting framework; not compatible with standard 19" racks.

®GForN=1, 2 or 4.

@Provides a wireless T1 link and uses spread spectrum technology.



